Battery storage 2 Ennogie

EBS-10.0/1

LG Chem RESU10

Width [mm] 452

Depth [mm] 227

Height [mm] 483

Weight [kg] 75

Nominal voltage [V] 51,8

Operating voltage [V] 42 to 58,8

Nominal capacity [Ah] 189 |
Nominal energy [kWh]: 9,8

Usable energy [kWh]: 8,8

Maximum power [kW] 5,0 K

Operating temperature [°C] -10 to 45 \‘\\

Optimal operating temperature [°C] 15 to 30 N U
Humidity [%] (non-condensing) 5to 95 \\\\:/
Protection class IP55

SMA Sunny Island 4.4 M-12

Width [mm] 467
Depth [mm] 242
Height [mm] 612
Weight [kg] 44
Continuous power [kW] 33

AC voltage input [V] 172,5 to 264,5
AC voltage output [V] 202 to 253
AC frequency input [Hz] 40to 70
AC frequency output [Hz] 45 to 65
Maximum power [kW] (for 30 min) 4,4
Maximum efficiency [%] 95,5%

Idle consumption [W] 18
Standby consumption [W] 6,8
Operating voltage [V] 41t063
Operating temperature [°C] -25 to 60
Protection class IP54

SMA Sunny Home Manager 2.0

Width [mm] 70
Depth [mm] 65
Height [mm] 88
Weight [kg] 0,3
Self-consumption [W] <3
Connection to local router RJ45
Measurement accuracy [%] 1
Operating temperature [°C] -25 to 40
Humidity [%] (non-condensing) 5t0 95
Protection class IP2X
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